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1 Revise History

No. Version Release Time
1 2.12.20.5 2025.7.3

2 2.12.20.7 2025.7.17

3 2.12.20.26 2025.11.10
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2 Release 2.12.20.26

Fanvi

Models Software Comment
Version
V66/V66 Pro 2.12. 20. 26

2.1 New Features

1. Compatible with EM60 Expansion Board

2. Compatible with Linkvil Bluetooth Speaker CS40

3. Compatible with Linkvil Bluetooth Headset DH301B/DH401B

4. Compatible with Linkvil Dect Headset DH301D

5. Added the decryption feature for OpenVPN client.key

6. Add the function of automatic deployment synchronization for configuration

7. Added the function to search the wireless handset in the "handset is not onhook" pop-up

window (V66 Pro)

2.2 Bug Fix

1. Fix the issue with LDAP phonebook in automatic deployment configuration

2. Fix the issue of repeated disconnections when using L2TP

3. Fix the issue of being unable to import the local phonebook

4. Fix the function key scrolling configuration to be set as off, addressing the issue of only

stopping side key scrolling

5. Fix the issue of abnormal icons when the "Auto" option is selected for call hold line selection

2.3 New Features Description

1. Added the function to search the wireless handset in the "" pop-up window (V66 Pro)

Feature Description: When the wireless handset is not hung back onto the phone base, a pop-up

Fanvil Link Technology Co., Ltd
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window will appear on the phone LCD prompt "Handset is not onhook". In order to facilitate
the retrieval of the unreleased wireless controller, a "Search" button is added to the pop-up
interface.

Settings Implementation:
® When the wireless controller is connected but not hung back onto the phone, a pop-up
window will appear on the phone LCD indicating "Handset is not onhook". After
clicking the Search button on the pop-up window, the phone will start searching for the
wireless handset. The handset will then alternately flash blue and green lights and emit a
beeping sound, allowing you to locate it by sound. Once the handset is found, click to

confirm and close the pop-up window
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2. Add the function of automatic deployment of configuration synchronization mode for
new configurations
Feature Description: New configuration Config Sync Mode has been added to control whether
to detect changes in the configuration file in the automatic deployment server before
downloading the configuration file, which is used to control whether to continue downloading
server configuration files.
Settings Implementation:
® New configuration item: Config Sync Mode
B [ocation:<OTA CONFIG MODULE>module
B Configuration Description: Used to control whether to continuously download server
configuration files
B Effective value:

0:Closed, only downloaded when server configuration changes (default)
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1:Enable, continuously download server configuration

® Only supports opening/closing through importing configuration files

<OTA CONFIG MODULE>

Config Sync Mode: 0

V|I Default password is in use. Please change EEE]

(admin )

B Keep Online
=V66 Pro =

Configurations

System ROTE
Export Configurations @ —
* Network Description:

This page is used to

. manage configuration of

> Line X the phone, including,
import/export

configuration, reset

= ) 3 configuration
Phone settings Import Configurations @ partly/totally.
Configuration file: Select Import
Phonebook
Clear Configuration >> @

Call logs Click "Clear” button to reset the configuration files!

Content to Keep Content to Reset
Function Key MMI a DSS KEY a

BASIC NETWORK TRO69

SIP
Application AUTOPROVISION
Security /i‘
Device Log

Clear |

Current Software Version: 2.12.20.26
Fanvil Technology Co., Ltd. (C)2025 All Rights Reserved.

3. Decrypt OpenVPN client. key function
Feature Description: New configuration for OpenVPN Askpass, controlling the encryption key
when encrypting client. key files.
Settings Implementation:
® New configuration item: :OpenVPN Askpass
B [ocation:<VPN CONFIG MODULE>module
B Configuration Description: This configuration controls the encryption key when
encrypting the client. key file. When manually importing the client. key file of the
phone's OpenVPN through a webpage, if the private key file has already been
encrypted, a pop-up prompt will appear asking for the OpenVPN client. key certificate

decryption password:

Fanvil Link Technology Co., Ltd
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Warning
.Tﬂ

The client.key file is encrypted. Please
enter its password:

OK ' | Cancel |

After entering the key, the OpenVPN client. key certificate can be decrypted.

Fanvil Link Technology Co., Ltd
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3 Release 2.12.20.7

Models Software Comment
Version
V66/V66 Pro 2.12.20. 7

3.1 New Features

1. Added support for A.I Noise Reduction Technology.

2. Added support for Acoustic Enclosure.

3.2 Bug Fix

1. Fix the issue of Boot Logo During System Upgrade

3.3 New Features Description

1. Added support for A.I Noise Reduction Technology
Feature Description: The phone supports A.I Noise Reduction Technology
Settings Implementation:
® On the phone web [Phone setting]-[Media setting] has added a new list for

“ Noise Reduction ” , allowing you to check to enable the “A.I Noise

Reduction Technology” feature.

Default password is in use. Please change EXfINEEEE = (admin )

Video Codecs >>

A.I Noise Reduction Technology: Acoustic Enclosure:

Media Settings >>

RTP Control Protocol(RTCP) Settings >>
RTP Settings >>

Alert Info Ring Settings >>

Apply

Current Software Version: 2.12.20.7
Fanvil Technology Co., Ltd. (C)2025 All Rights Reserved.

Fanvil Link Technology Co., Ltd
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® Configure the function keys to quickly enable or disable the A.I Noise Reduction

Technology feature during your calls

Default password is in use. Please change EXENNNEE (admin )

B Keep Online

Function Key

NOTE

Function Key Settings
© Description:
Dsskey Transfer Mode Make a New C v Custom function keys can
Dsskey Long Press Short Press Ecv. Timeout To Dsskey Home % (5~120)second(s) be set as line keys, BLF
3 Line (] and other function keys.
ply
* Phone settings Page1 || Page2 | [ Page3 || Page4
Key Type Name Value Subtype Line Media PickUp Number
* Phonebook DSS  [MemoryKey v 1 None vI[AUTO V][DEFAULT v
Rey 2 [KeyEvenl v Al Noise Red: v| [AUTO |[DEFAULT v
» Calllogs e _ — ——
Key 3 = =
DSS — — e
> Function Key Key 4 LNone b Nore i O Vi DEE A Y2
DSS
Reys [Nore v v v v
+ Application AR T = |[a v v
Key 6
DSss =
Non v <|[AUTO v v
* Security Key 7
DSS | £y v 0 v v
Key 8
+ Device Log Eesys o [None v v v v
DSs
Key None ~ v v v
10
DSS v
< - i »

Current Software Version: 2.12.20.7
Fanvil Technology Co,, Ltd. (€)2025 Al Rights Reserved.

® After configuration is enabled, the call interface will display the “A.I Noise Reduction

Technology” icon to indicate that the feature is active.
809495 7H17HW) 18:22

6510
809495

Acoustic Shi..

809941
809941

Noise Cance..

00:41

t
** More
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Hold Xfer Conference

2. Added support for Acoustic Enclosure

Feature Description: The phone supports Acoustic Enclosure

Settings Implementation:

® On the phone web [Phone setting]-[Media setting] has added a new list for
“ Noise Reduction ” , allowing you to check to enable the “Acoustic

Enclosure” feature.
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F-----. I
Default password is in use. Please change EXfIEE] ¥ (admin )

B Keep Online
plele ssines

@6decs Settings >> @
» Network Description:
Vitdeo Codecs = Media settings, you can
set the voice
B < coding,volume, ringtones
Noise Reduction >> i
Phone settings
Media Settings >>
Phonebook RTP Control Protocol(RTCP) Settings >>
RTP Settings >>
Call logs.
Alert Info Ring Settings >>
Function Key Apply
Application
Security
Device Log
< >

Current Software Version: 2.12.20.7
Fanvil Technology Co,, Ltd. (C)2025 All Rights Reserved.

® Configure the function keys to quickly enable or disable the Acoustic Enclosure
feature during your calls

M~ T (admin)

B Keep Online

Default password is in use. Please change EXEl

Function Key

a
NOTE
Function Key Settings |
Description:
Dsskey Transfer Mode Make a New C v
Custom function keys can
Dsskey Long Press Short Press Ecv Timeout To Dsskey Home % (5~120)second(s) be set as line keys, BLF
and other function keys.
[ Apoy ]
* Phone settings Page1 || Page2 | [ Page3 || Page4
Key Type Name Value Subtype Line Media PickUp Number
s Phonebook DSS ' IiemoryKey v 1 None v][AuTO v|[DEFAULT v
Key 1 L
o [KeyFuent | Noise Rediv [ EFALLT
» Calllogs =
Key3 [KeyBvent v Acoustic Enclo v || AUTO v v
. D
»  Function Key Key 4 o0
Eesyss None v None vi[A ol v
+ Application e a— e S
DSss =
None v None |[AUTO v v
* Security Key 7
DSS_ MNone v None v|[auTo v|[D v
Key 8 = =
+ Device Log Eesysg None v None vI[A <|[DEFA v
DSs
Key None ~ None v || AUTO v || DEFAULT bt
10
DSS v
< - i »
Current Software Version: 2.12.20.7
172.30.1.116/funKey.htm Fanvil Technology Co., Ltd. (C)2025 All Rights Reserved.

® After configuration is enabled, the call interface will display the “Acoustic Enclosure” icon

to indicate that the feature is active.
809495
6510

809495

Acoustic Shi..

Noise Cance.. 80994
809941

00:37

1
** More
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4 Release 2.12.20.5

Models Software Comment
Version
V66/V66 Pro 2.12.20.5

4.1 New Features

1. Added support for entering numbers and letters on a 26 key keyboard.

2. Added support for silent upgrade function

4.2 Bug Fix

1.Fix the issue of abnormal OpenVPN functionality

2.Fix the issue of abnormal Wi Fi 6 connection

3.Fix the issue of abnormal shortcut key access to cloud phone book
4.Fix the issue of the shortcut key recording phone crashing

5.Fix the issue of V66 interface display errors

6.Fix the issue of abnormal loading of Huawei phone book on LCD

4.3 New Features Description

1. Added support for entering numbers and letters on a 26 key keyboard
Feature Description: The phone supports 26 key input method

Settings Implementation:No need to set, just click on the input box to use

Fanvil Link Technology Co., Ltd
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Local Contacts 1. Name

Blocked&Allowed 2. Ring Type Default

Cloud Contacts
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2. Added support for silent upgrade function

Fanvil

Feature Description: No need to manually upgrade the firmware of the handset.

The handset firmware supports an automated upgrade mechanism that is linked to

the phone. When there is a version update on the phone, the firmware update process

of the handset can be triggered synchronously (this function is limited to controller

versions 2.0.2.8 and above)

Settings Implementation:No need to set, simply connect the controller to the phone

to perform a silent upgrade
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